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Gyro Stabilized High-Resolution IR-Radiometer




Gimbal System

Four-axis gyro-stabilized composite gimbal. Stabilization better than 100 microRad.

Dimensions (Ø x H)                 

350 x 430 mm (14” x 17”)

Weight, Gimbal

23 kg (51 lbs.)

Power Requirement

18-35 VDC, Fuse 10A

Environmental Spec.

RTCA – 160 D
	SONY DSR-PD150 Camera Head Specifications

	Imaging Device:
3-chip 1/3inch, Interline-Transfer 380,000 pixel CCD
Video Actual
340K X 3 Gross 380K X 3
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Video Format:
Mini-DV, DV-CAM
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Still Actual:
 

640 X 480 (340K) Pixels
F:
 

1.6-2.4
Lens Type:
 

A-Spherical
Optical Zoom:
 

12X
Digital Zoom:
 

48X
f (Focal Distance):
 

6.0-72.00mm
f (35mm Conversion):
 

43.2-518.4mm
Filter Diameter:
 

58mm
Focusing:
 

Full Range Auto
Minimum Illumination:
 

2 Lux
Shutter Speeds:
 

1/4-1/10,000 (in AE mode)
Video Output:
 

S-Video, Phone Jack
i.LINK® DV Interface (IEEE1394):
 

Yes, bi-directional
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White Balance:
 

Auto/Indoor/Outdoor



